
W/P APPLICATION TO WALL HEIGHT

SECOND COAT

APPLICATION HEIGHT

1500mm

LOCATION

SHOWER / BATH

TUB  AREA

BATHROOM,

LAVATORY

SUNKEN SLAB

C/S SCREEDING TO RECEIVE WATERPROOFING

(BY MC)

MIN. 30mm THK. CEMENT SAND SCREEDING

LIGHT WEIGHT

CONCRETE FILLING

3
0
0
m

m

100mm

Min. 25mm X 25mm

CEMENT SAND ANGLE FILLET (BY OTHERS)

DRYWALL (BY OTHERS)

SECOND LAYER OF 1MM  HYDROLINK EW

ELASTIC  WATERPROOFING SLURRY FOR FLOOR

& EXTEND TO WALL (BY KESFORD)

FIRST LAYER OF 1MM  HYDROLINK EW  ELASTIC

WATERPROOFING SLURRY FOR SUNKEN &

FLOOR (BY KESFORD)

6mm THK. WATERPROOF

CEMENT RENDER (BY OTHERS)

6mm THK. WATERPROOF

CEMENT RENDER (BY OTHERS)

MIN. 25mm X 25mm

CEMENT SAND ANGLE

FILLET (BY OTHERS)

2200mm
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